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QUAROX® Rolled Cable Nets:
Strong as a wire rope net, and as easy 
to install as rock protection meshes

QUAROX® Rolled Cable Nets – 

a new approach to cable net 

installations

• shorter installation time

• lower installation cost

• unbeatable lifetime

uncompromisingly 

cost-effective
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QUAROX® 
Rolled Cable Net drape: 
State-of-the-art at lower costs

QUAROX® Rolled Cable Net 
drapes substantially decrease 
your installation costs 
• shipped to site in rolls
• unrolled in fields of 30 x 3.5 m
Standard stock rolls are 30 x 3.5 m. QUAROX® Rolled 
Cable Nets have an optimized weight of 1.3 kg/m2, a mesh 
width of 275 mm and a opening of 390 x 400 mm. With no 
extra work, QUAROX®  Rolled Cable Nets will easily unroll 
and cover in one installation step a surface of 105 m2. 
Rocks are securely controlled. Compared to standard 300 x 
300 mm traditional cable nets, installation teams will work 
with QUAROX® Rolled Cable Nets more efficiently. On a 
case to case basis, made-to-order widths and roll lengths 
will further optimize the installation efficiency.
• easy connection of unrolled cable nets
Unrolled cable nets fields of 105 m2 require substantially 
less seaming. For the horizontal connection standard 
shackles are used. The QUAROX® Rolled Cable Net may be 
shortened by simply twisting out a cable spiral.

QUAROX® Rolled Cable Net PLUS: 
All-in-one the Rolled Cable Net 
includes the secondary mesh
• shipped all-in-one in rolls
• all-in-one unrolled in fields of 30 x 3.5 m
QUAROX® Rolled Cable Nets PLUS will arrive at the site 
with the secondary mesh factory pre-installed in rolls of 30 
x 3.5 m. Before unrolling down the slope no extra work is 
required. Installation companies have reported up to 30% 
reductions in installation time as compared to conventio-
nal cable nets.  

QUAROX® Rolled Cable Nets do 
not need special components
• used with standard components
For the installation of QUAROX® Rolled Cable Nets stan-
dard support ropes, seaming ropes and shackles are used.
In certain cases the impact resistant wire rope anchors – 

supplied in lengths of 1.5 - 10 m – will be recommended..

One step 30 x 3.5 m QUAROX® Rolled Cable Net unrolling = 105 m2

Seamed 300 x 300 mm cable net panels Unrolled 30 x 3.5 m QUAROX® Rolled Cable Net
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Weight 1.3 kg/m2

Net opening 275 mm

Cable diameter 6.5 mm

Wire diameter 3 mm

QUAROX® Rolled Cable Nets are 
aesthetically superior
• fit unobtrusively on the slope
• colorized by powder coating
Due to the special net construction the QUAROX® Rolled 
Cable Nets do not require the often visible cross clips of 
the traditional cable nets. To obtain maximum invisibility 
the QUAROX® Rolled Cable Nets optionally may be color-
ized by powder coating, which is considerably less expen-
sive than PVC coated wire ropes, and more visually 
appealing.

QUAROX® Rolled Cable Nets are 
extremly durable
• Superior corrosion protection
QUAROX® Rolled Cable Nets are supplied in GEOBRUGG 
SUPERCOATING® quality, our 2nd generation of zinc/
aluminium coating which shows in the salt-spray tests a  
three times longer lifespan than hot-dip galvanized. 
For the QUAROX® Rolled Cable Net with a wire diame-
ter of 3 mm a much thicker corrosion protection layer 
can be applied as compared to the much thinner wire 
diameter of traditional cable nets. As such, an extended 
sustainability of the protection measure is achieved. 
• Optimum force transmission 
The chain-link construction of the QUAROX® Rolled Cable 
Nets offers a much better force transmission than the 
traditional connection by cross clips which can move 
easily in case of a typical punctual force caused by a rock 

hanging in a net opening.  

Hot-dip galvanized  

GEOBRUGG SUPERCOATING®, alu-zinc 
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Behavior in the salt spray test
according DIN 50021-SS/ASTM B117/EN ISO 9227

Required coating 
thicknesses
to achieve the same performance for 950 hours of 
salt spray test until the occurrence of 5% dark-
brown rust
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QUAROX® Rolled Cable Net: 
higher performance and 
cost-effectiveness

QUAROX® Rolled Cable Net 0/6.5/275:

The most important specifi cations

High tensile QUAROX® Rolled Cable Net

Approval no. ETA ETA-12/0492

Wire diameter         3.0 mm  

Tensile strength wire    ≥ 1’770 N/mm2  

Tensile strength net > 100 kN/m

Material high-tensile steel wire

Spiral rope diameter 6.5 mm

Spiral rope construction 1 x 3

Mesh shape square opening

Mesh width           275 mm 

Angle of mesh 85 degrees 

No. of meshes longitudinal 2.5 pcs/m

No. of meshes transversal 2.6 pcs/m

Corrosion protection   GEOBRUGG SUPERCOATING®

 

QUAROX® Rolled Cable Net standard roll

Net edges      mesh ends knotted

Roll width 3.5 m made to order width on request

Roll length 30 m  made to order length on request

Total surface per roll 105 m2

Weight per m2 1.3 kg

Weight per roll 140 kg 

(Small deviations from the mesh geometry and other modifications are subject to change)  

Product liability
Rockfall, slides, mudflows and avalanches are natural 
events and therefore cannot be calculated. This is why it is 
impossible to determine or guarantee absolute safety for 
persons and property with scientific methods. This means 
that to provide the protection we strive for, it is impera-
tive to maintain and service protective systems regularly 
and appropriately. Moreover, the degree of protection can 
be diminished by events that exceed the absorption capa-
city of the system as calculated to good engineering prac-
tice, failure to use original parts or corrosion (i.e., from 

environmental pollution or other outside influences).


